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ABSTRACT: In this Perspective, we discuss current challenges in artificial
photosynthesis research, with a focus on the benefits of a nanowire
morphology. Matching the flux between electrocatalysts and light-absorbers,
and between individual semiconducting light-absorbers, are two major issues
to design economically viable devices for artificial photosynthesis. With the
knowledge that natural photosynthesis is an integrated nanosystem,
individual building blocks of biomimetic artificial photosynthesis are
discussed. Possible research directions are presented under an integrated
device design scheme, with examples of our current progress in these areas.
Coupling all of the components together, including electrocatalysts, light-
absorbers, and charge transport units, is crucial due to both fundamental and
practical considerations. Given the advantages of one-dimensional
nanostructures, it is evident that semiconductor nanowires can function as
essential building blocks and help to solve many of the issues in artificial photosynthesis.
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■ INTRODUCTION

The energy challenges facing humanity in the 21st century are
of great importance. The human population has surpassed 7
billion, and technology is expected to provide ∼20−40
terawatts (TW) of power for a global population of ∼10
billion by 2050.1,2 Despite this dramatic growth in demand, the
majority of primary energy sources utilized globally are derived
from nonrenewable resources.2,3 Furthermore, the use of
resources such as fossil fuels leads to pollution at the local
and global level,3,4 affecting the health and quality of life on the
whole planet.
To address these challenges while maintaining an increasing

standard of living will require a dramatic shift in the way that
energy is harvested, converted, and stored. In particular, the
large solar resource (∼105 TW)3,5 can provide a means to
sustainably meet the energy needs of humanity. However, the
intermittent nature of this resource implies that energy storage
will be a key component to a future renewable energy
infrastructure.5 In particular, the conversion of solar energy
directly into chemical fuels such as hydrogen or hydrocarbons
provides a flexible storage option that can be used to supply the
transportation sector, as a backup power supply in the case of
blackouts, or for grid-scale load leveling. The overall process
would be carbon-neutral and thus has additional benefits for the
environment and public health.
The direct conversion of sunlight into energy stored in

chemical bonds, termed as artificial photosynthesis,2,3,6−8

mimics the natural photosynthesis process occurring in plants.9

The original demonstration of this concept dates back to the
1970s, using TiO2 as a light absorber to split water into H2 and
O2.

10 The overall process consists of two parts: light absorption

and generation of excited charge carriers, and the utilization of
photoexcited carriers to drive catalytic reactions. The former
process typically uses semiconductors to absorb photons and
generate carriers, which are subsequently separated at either a
semiconductor/electrolyte interface11,12 or an embedded solid
junction.13,14 The photogenerated carriers subsequently move
to a catalytic center to drive oxidation/reduction reactions in
the solution. Therefore, artificial photosynthesis is an integrated
system that combines multiple different processes (Figure 1).15

For the practical application of solar fuels as a renewable
energy resource, high solar-to-fuel conversion efficiency is
necessary.5,16−18 The energy input requirement for such a
process is fundamentally limited by the nature of the chemical
reactions involved. As shown below, the thermodynamic
potential needed to drive the reaction of interest is typically
greater than 1 V.
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In addition to the thermodynamic potential, an electro-
chemical overpotential is needed to overcome the kinetic
barriers for a high reaction rate.19 This voltage restriction limits
the choice of materials to wide band gap semiconductors if only
one light-absorber is utilized.20 To circumvent this problem, a
dual light-absorber approach has been proposed, on the basis of
separate semiconductor materials that harness different
portions of the solar spectrum. This process, known as “Z-
scheme”,6,21−24 mimics the natural photosynthetic process of
two-photon absorption to drive the overall electrochemical
reaction. Within such a process, one semiconductor acts as a
photocathode for reduction, while the other acts as a
photoanode for oxidation. In these electrodes, photoexcited
minority carriers move to the solution for a catalytic reaction,
while majority carriers recombine at the interface connecting
these light absorbers (Figure 1c). The flexibility of material
choices, along with the use of visible wavelengths for energy
conversion, makes “Z-scheme” one of the most promising
directions for solar-to-fuel conversion.16,17,20

Due to the integrated nature of the components in artificial
photosynthesis, an efficient solar-to-fuel device should operate
in harmony such that there is no significant bottleneck
hindering the charge flux. Under the “Z-scheme” approach,
there are two major flux-matching issues that should be
addressed: (1) between current-generating light absorbers and
the current-consuming electrocatalysts, such that the electro-
catalyst is capable of handling the chemical reactions efficiently
and selectively under the flux of photoexcited carriers; and (ii)
between different light absorbers, such that both the photo-

anode and photocathode provide the necessary photocurrent
flux for practical applications, while maintaining a desirable
voltage output. These two issues are currently not fully
answered, due to the inadequacy of catalyst and material
development and the lack of structural design based on a device
integration approach. The introduction of nanomaterials and
nanostructures, particularly a one-dimensional nanowire
morphology,25,26 could contribute to tackling these issues in a
variety of ways.27−30 This Perspective describes some of our
current progresses in semiconductor nanowires for artificial
photosynthesis and considerations for future research directions
in this field.

Nanowires for Studying the Electrocatalyst/Light-
Absorber Interface. To address the issue of flux matching
between the electrocatalyst and light-absorbers, nanowire array
electrodes can provide a reduced overpotential for solar-to-fuel
conversion and are an ideal platform for a quantitative
investigation of the interface between electrocatalysts and
light-absorbing semiconductor junctions. It has been proposed
that to be economically viable, a solar-to-fuel energy conversion
efficiency of between 5−10% is desired.5,17,18 This corresponds
roughly to a photogenerated carrier flux of ∼10 mA/cm2 under
one-sun irradiation, which is equivalent to approximately 620
el/(nm2·s) (electrons per square nanometer per second).
Typical materials have a surface atom density of ∼1015 atom/
cm2 or equivalently ∼10 atom/nm2. This sets a ∼62 s−1 lower
limit of turnover frequency (TOF) for the electrocatalyst on a
planar electrode, assuming that all surface atoms are electro-
chemically active. Practically, a higher TOF is needed because
not all surface atoms are catalytic centers, and a reduced
cocatalyst loading may be desirable to avoid blocking the
photon flux and to reduce cost. To achieve a higher current
density (and therefore a higher TOF), an increased over-
potential is required on the basis of the Butler−Volmer

Figure 1. Semiconductor nanowires for artificial photosynthesis. A schematic standalone device based on nanowires is shown in (a), which captures
many of the features of natural photosynthesis. Its energy diagram under “Z-scheme” is depicted in (c), using water splitting as an example. In an
ideal situation, the flux of charge carriers at different components, including the photocurrent from light absorbers (k1, k1′) and the TOF from
electrocatalysts (k2, k2′), should be comparable to ensure maximum efficiency. Because of the interrelated nature of the components in artificial
photosynthesis, a system-level consideration is needed to consider the balances among the various components, and further device optimization
should be based on such consideration (b). Panel (b) reproduced with permission from ref 15. Copyright 2012 Nature Publishing Group.
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equation,19 which leads to a reduced energy conversion
efficiency.
Upon examining several electrocatalysts studied for the

hydrogen evolution (HER),31−36 oxygen evolution
(OER),37−43 and CO2 reduction,44−46 a non-negligible over-
potential loss may be present owing to an inadequate TOF
(Figure 2). This implies that increased effort is necessary to

develop advanced electrocatalysts, especially for the OER and
CO2 reduction. One actively studied approach is to develop
biomimetic structures as catalytic centers.39,47,48 Alternately,
with presently available electrocatalysts, the introduction of a
large surface area electrode such as nanowire arrays can alleviate
this mismatch. As shown in Figure 2, the increase of roughness
factor (the ratio between surface area and the projected
electrode area) reduces the required overpotential by
decreasing the surface flux of charge carriers. While an
increased surface area could be accomplished in many forms,
the single-crystalline nanowire morphology provides a well-
controlled platform for quantitative investigation of the catalyst
requirements, while also providing a direct current path for
charge collection with high carrier mobility. This sheds light on
the fundamental properties of the interface between the
electrocatalyst and semiconductor light absorber beyond
previous investigations.
With this concept in mind, we quantitatively investigated the

required loading of Pt nanoclusters on p-Si nanowire array
photocathodes for the HER.49 Despite the recent progress of

earth-abundant electrocatalysts for HER,36,50,51 Pt is still the
standard HER electrocatalyst used at the photocathode.
Accordingly, it is worthwhile to investigate the lower limits of
Pt loading on Si photocathodes under the desirable charge flux
for practical applications. Taking advantage of the precise mass-
loading control of atomic layer deposition (ALD),52 a highly
conformal coating of Pt nanoparticles with tunable sizes
ranging from 0.5 to 3 nm was deposited onto p-Si nanowire
array photocathodes (Figure 3). The electrochemical and
photoelectrochemical (PEC) performance were measured using
as little as 1 cycle of ALD Pt, which corresponds to a surface
mass loading of ∼10 ng/cm2 or equivalently surface coverage of
about 2.7% of a monolayer. Despite these low Pt loading
quantities, Si nanowire photocathodes could still provide the
necessary charge flux for solar-to-fuel conversion. Furthermore,
the slope of the J−V curve could be directly controlled by
varying the Pt mass loading in submonolayer quantities. By
quantitatively exploring the lower limits of Pt cocatalyst loading
on high surface area nanowire photoelectrodes, we can establish
a general approach for minimizing the cost of precious metal
cocatalysts for affordable, efficient solar-to-fuel applications.
Further investigations to quantify the lower limits of Pt loading
with different nanostructures and to optimize the ALD Pt
nanocluster interface with various photocathode materials are
desirable.
It is also important to investigate the interface between

electrocatalysts and light-absorbing semiconductors. Much of
the research in this area has focused on screening potential
electrocatalysts and reporting the most promising performance,
while few studies describe control of the charge transfer process
between the underlying substrate and electrocatalyst. It is
possible that, besides an inadequacy of TOF, a sluggish reaction
rate may arise from difficulty in charge injection from the
semiconductor across the interface to reach the electrocatalyst
or that the existence of an electrocatalyst at the semiconductor/
electrolyte interface could modify the energetics of charge
separation.53,54 Additionally, it is interesting to study
nanostructures such as nanowires, which can contain surface
states with distinctive reaction activities.55 Precise cocatalyst
loading56,57 and a well-controlled interface to link the
semiconductor and electrocatalyst are crucial to optimize
performance. With their well-defined structure and large
surface area, nanowires are an ideal platform for such
investigation, providing quantitative information as in the
case of the Si photocathode with ALD Pt nanoclusters.
Furthermore, it will be intriguing to study these systems
microscopically at the single nanowire or nanoparticle level.58

In the absence of statistical variations present in large
ensembles, an improved understanding of the fundamentals
of photoelectrodes and electrocatalysts can be unveiled by
measuring individual structures.

Nanowires for Semiconductor Light-Absorbers. The
second major issue facing present solar-to-fuel conversion
devices is matching the flux between different light absorbers in
the “Z-scheme”. This requires a well-designed choice of
material combinations with suitable band gaps and a low-
resistance charge transfer pathway between the two light
absorbers.59 According to theoretical calculations that take into
account overpotentials and other losses,16,17 the target band
gaps for a pair of electrodes are around 1.1 and 1.7 eV for
optimized efficiency. However, upon examining several typical
semiconductors for PEC applications (Figure 4), the choice of
available materials with band gaps ranging between 1.5 and 2.0

Figure 2. Examination of matching the flux between electrocatalysts
and light-absorbers. Here, the required overpotential η (left y-axis) to
satisfy a charge flux of 10 mA/cm2 is plotted against the exchange
current density i0 (x-axis) of a planar electrode. The dashed blue curve
represents a simulation for one electrode with 100% surface coverage
of an electrocatalyst, assuming a 59 mV/dec Tafel slope in the Bulter-
Volmer equation. The solid yellow curve represents the same electrode
but with only 10% surface coverage. The benefit of nanowires is shown
by the solid red curve, which is the simulation for one electrode with
10% electrocatalyst coverage but with a roughness factor of 1000. The
required η is significantly reduced, which is also illustrated by
calculating the ratio between the overpotential η and 1.23 V, the
thermodynamic energy required to split water (right y-axis). Assuming
negligible catalytic activity from the semiconductor surface and
negligible catalyst−support interaction, the loss of overpotential is
not dependent on the semiconductor used.
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eV is limited. In addition, unlike photovoltaic cells, which aim
to maximize power output, the nature of the chemical reactions
in artificial photosynthesis requires a minimum voltage output
to drive the reaction. Therefore, not only the band gap of the

materials, but also the band alignment and the resultant
photovoltage output of the junction are important.
For the photocathode, Si60,61 (Eg = 1.1 eV) and InP62 (Eg =

1.3 eV) have been reported to generate high current densities

Figure 3. ALD is a versatile deposition technique that can precisely deposit electrocatalysts on high-aspect-ratio surfaces in a controllable manner
(left), which helps to explore the lower limits of Pt electrocatalyst loading on p-Si nanowire array photocathodes (right). The electrode is tested
under 100 mW/cm2 simulated AM1.5G illumination, with 0.5 M H2SO4 electrolyte. Reprinted from ref 49. Copyright 2013 American Chemical
Society.

Figure 4. Theoretical photocurrent densities for semiconductors under one-sun illumination. The blue curve is the integrated photon flux at different
cutoff energies, based on the AM1.5G solar spectrum (ASTM G173-03 reference). The theoretical photocurrent is calculated assuming that all
incident photons above the semiconductor band gap contribute to the photocurrent. Several of the semiconductors used in solar-to-fuel conversion
are also listed, along with their reported band gaps in bulk phases.82 The arrows at the bottom indicate the regions of ultraviolet (UV) (below 400
nm), visible (400−750 nm), and infrared (IR) spectra.
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with photovoltages of greater than 500 mV. Therefore, the
development of photocathodes can focus on reducing the raw
material usage and fabrication costs, for example, via solution-
phase synthesis of semiconductor nanomaterials.63,64 Com-
paratively, the photoanode deserves more attention.65 Pres-
ently, there is no stable photoanode device capable of providing
a photocurrent of greater than 10 mA/cm2, while at the same
time providing adequate photovoltage to couple with the
photocathode. This is typically observed in the use of
conventional oxide or nitride materials, which intrinsically
have low hole mobilities due to the localized p-orbital nature of
the valence band.66 Novel materials, including compound
semiconductors with junction engineering and corrosion
protection, should be developed for photoanode research
using advanced synthesis techniques.
The introduction of a nanowire morphology could help to

improve the performance of existing photoanode materials. The
nanowire morphology provides a large surface area for
cocatalyst loading and electrochemical reaction sites, while at
the same time leading to enhanced charge collection efficiency,
especially for indirect band gap semiconductors with short
minority carrier diffusion lengths.12,26,67 For example, TiO2

rutile nanowire photoanodes have been well studied, and the
nanowire morphology has proven to be beneficial.68−70 In
particular, when care was taken to improve the surface
properties of the nanowires by a thin epitaxial coating,
significant improvement was observed (Figure 5a).69

As an extension of the nanowire morphology, core−shell
structures demonstrate unique advantages.71,72 Although single-
composition nanowire electrodes improve charge separation
within the band-bending region, charge transport through the
electrode may still be restricted by a large resistivity of the bulk
material in the core of nanowire. A core−shell configuration
can alleviate this issue, by designing a photoactive shell for
charge separation and a conductive core for charge collection.
This could further benefit from light scattering and trapping in
the shell material due to the nanowire geometry.73,74

Additionally, the heterojunction between two materials can

provide extra photovoltage (Figure 5b), which is crucial for the
successful application of a “Z-scheme” approach.71,75 It is likely
that, with appropriate structures of the nanowire morphology,67

oxide or nitride based photoanodes can generate high
photocurrent densities with satisfying photovoltage outputs.
The progress in novel material development could also

benefit from the nanowire structure. Facile synthesis techniques
for nanowire materials, using either gas-phase76,77 or liquid-
phase63 approaches, could help to produce materials with
unique properties. Despite the limited number of materials
available with band gap between 1.5 and 2.0 eV (Figure 4), this
band gap range overlaps with compound III−V semiconductor
alloys that have tunable band gaps. III−V semiconductor
nanowires, including GaAs,77 GaP,63,64 and InxGa1−xN alloys,78

have been prepared and applied for PEC applications. For
example, we have demonstrated liquid-phase synthesis of
surfactant-free GaP nanowires in large quantities,63 with careful
control of carrier type and concentration by adding dopant
precursors during the nanowire synthesis (Figure 5c).64 This
builds up a unique pathway of low-cost III−V materials for
solar-to-fuel applications, which can be extended to other
compound semiconductors with tunable material properties.
In addition to photocurrent requirements, the stability issue

of photoanode materials, in particular the issue of photo-
corrosion, requires further attention. The oxidative environ-
ment at the photoanode suggests the use of a stable protection
layer, especially for compound semiconductors in an aqueous
electrolyte. The ALD technique,52 with its pinhole-free coating
capability, is one promising approach for a protection layer, as
demonstrated for the case of a Si photoanode79 and Cu2O
photocathode.80 In combination with the versatile deposition of
electrocatalysts via ALD,56,57 a multilayer ALD coating
consisting of a protection layer and electrocatalyst sequentially
is feasible, as shown in our ALD TiO2/Pt coatings of Si NW
photocathodes.49 Additionally, the presence of ALD oxide layer
could help to reduce the surface recombination and therefore
improve the overall performance of the nanostructure photo-

Figure 5. (a) An epitaxial TiO2 ALD coating on TiO2 rutile nanowires results in enhanced photocurrent for OER.69 (b) The heterojunction within
core−shell Si/TiO2 nanowires leads to additional photovoltage output for photoanode applications.

71 (c) GaP nanowires can be synthesized in large
quantities via a solution-phase approach and function as a low-cost photocathode material.63,64 Reprinted from refs 63, 64, 69, and 71. Copyright
2011, 2012, 2012, and 2008, respectively, American Chemical Society.
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electrodes, as demonstrated by the alumina coating on a
hematite photoanode.81

Nanowires for Integrated Solar-to-Fuel Conversion
Systems. In the above discussion, we considered individual
components for artificial photosynthesis, with a focus on the
constraints of current matching and corresponding improve-
ments needed. An integrated system with interconnected
components is the key concept to be addressed.15 In addition
to the efforts to improve individual components, it is critical to
assemble all the pieces together and demonstrate overall solar-
to-fuel conversion under such an integrated system. This also
acts as the final milestone for consideration of a solar-to-fuel
application for commercialization. Furthermore, an integrated
standalone system is fundamentally intriguing, in order to
mimic the microscopic spatial control of natural photosyn-
thesis. In chloroplasts, the components of photosynthesis are
carefully arranged:3,9,14 photosystems I and II are arranged side-
by-side on the thylakoid membrane with the electron transport
chain between them for efficient charge transfer, while the
reduction and oxidation catalytic centers are spatially separated
to minimize the undesirable back-reaction of the photo-
synthetic products. Achieving such microscopic spatial control
is a crucial aspect of our pursuit of artificial photosynthesis.
Using Si and TiO2 nanowires as building blocks, a proof-of-

concept solar-to-fuel conversion nanodevice was demonstrated
for solar water splitting (Figure 6).24 Equipped with knowledge
of the various interfaces involved,59,71 a tree-shaped nanowire
based heterojunction device was constructed and loaded
selectively with HER and OER electrocatalysts. Compared
with the Si nanowire photocathode, the smaller feature size of
the TiO2 nanowire photoanode is motivated by the smaller
minority carrier diffusion length in the photoanode and the
slower reaction kinetics of OER, in accordance with the design
principles of nanowire photoelectrodes,.67 As discussed above,
the bottleneck of the constructed system is the TiO2
photoanode, whose band gap is in the UV region. Despite
this limitation, unassisted solar water splitting was observed

with 0.12% solar-to-fuel efficiency, comparable with natural
photosynthesis.3,9

This proof-of-concept device leaves much room for improve-
ment and welcomes performance enhancements by updating
individual components with the latest improvements, allowing
for a modular design approach.15 By implementing the
advances discussed in earlier sections, continued efficiency
improvement is expected. Specifically, the balance between
electron flux from the light-absorber and the TOF of the
electrocatalyst requires development of electrocatalyst materi-
als, especially for the OER and CO2 reduction. Ideally, an
overpotential of less than 100 mV at 10 mA/cm2 is desired.
Nanowire electrodes can help accomplish this by providing a
large surface area for catalyst loading. They can also provide a
well-controlled system for fundamental studies such as tuning
the interface between electrocatalyst and underlying semi-
conductor light-absorber. The requirements for high photo-
current and photovoltage output rely heavily on photoanode
research, which can be further supplemented by improvement
of photovoltage output in the photocathode. Nanowire
structures provide opportunities for new material discovery,
as well as improving the performance of existing materials. Of
particular importance is the protection of compound semi-
conductors via ALD techniques, which opens up a new avenue
for photoanode development. On the basis of these expect-
ations, it is evident that semiconductor nanowires can function
as essential building blocks and help to solve many of the issues
in artificial photosynthesis.

■ CONCLUDING REMARKS

Artificial photosynthesis, a renewable energy approach that
stores solar energy in chemical bonds, is an interesting research
field for both fundamental research and practical applications.
While nature has evolved for millions of years to tackle the
challenges of photosynthesis, we are just beginning our journey.
Within this Perspective, we discussed current challenges in the
research field. In particular, we discussed the benefits of the

Figure 6. A proof-of-concept fully integrated nanosystem for direct solar water splitting was demonstrated.24 (a) The tree-shaped heterostructure is
designed on the basis of different material properties of Si and TiO2 photoelectrodes (b), which leads to unassisted water splitting (c). The overall
integrated structure contains spatial separation of the photocathode and photoanode (d,e), analogous with natural photosynthesis. Reprinted from
ref 24. Copyright 2013 American Chemical Society.
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nanowire structure and possible future research directions, with
an emphasis on design principles that are based on an
integrated artificial photosynthesis architecture. Nanostructures
are powerful tools for the design and realization of integrated
microscopic systems, and it is possible that their use will enable
practical applications of efficient and affordable solar-to-fuel
conversion. Once realized, this will drastically change our use of
energy resources, the life that we enjoy, and foremost the planet
that we call home.

■ AUTHOR INFORMATION

Corresponding Author
*E-mail: p_yang@berkeley.edu.

Notes
The authors declare no competing financial interests.
Biographies

Chong Liu is a graduate student in the Department of Chemistry, UC
Berkeley. Before starting his Ph.D. in Berkeley, he received a B.S in
chemistry with honors from Fudan University in China in 2008, with
undergraduate research in the synthesis of mesoporous materials. His
current research areas include semiconductor nanowires, photo-
electrochemistry, and electrocatalytic reactions for solar-to-fuel
conversion.

Neil P. Dasgupta is a postdoctoral fellow in the Department of
Chemistry at University of California, Berkeley. He earned his Ph.D. in
Mechanical Engineering from Stanford University in 2011. He is the
recipient of a U.S. Department of Energy Postdoctoral Research
Award (SunShot Fellowship) and a Stanford Graduate Fellowship. His
current research focuses on ALD for energy conversion devices. He
will become an Assistant Professor in the Department of Mechanical
Engineering at University of Michigan, Ann Arbor in 2014.

Peidong Yang received a B.S. in chemistry from University of Science
and Technology of China in 1993 and a Ph.D. in chemistry from
Harvard University in 1997. He did postdoctoral research at University
of California, Santa Barbara before joining the faculty in the
Department of Chemistry at the University of California, Berkeley
in 1999. He is currently professor in the Department of Chemistry,
Materials Science and Engineering and a senior faculty scientist at the
Lawrence Berkeley National Laboratory. He is S. K. and Angela Chan
Distinguished Chair Professor in Energy. He was recently elected as
MRS Fellow and is a member of American Academy of Arts and
Sciences. He is the deputy director for the Center of Integrated
Nanomechanical Systems. He is one of the founding members for
DOE Energy Innovation Hub: Joint Center for Artificial Photosysn-
thesis (JCAP) and served as its north director for the first two years.
Yang is an associate editor for Journal of the American Chemical Society
and also serves on editorial advisory board for number of journals
including Accounts of Chemical Research and Nano Letters. He was the
founder of the Nanoscience subdivision within American Chemical
Society. He has co-founded two startups Nanosys Inc. and Alphabet
Energy Inc. He is the recipient of MRS Medal, Baekeland Medal,
Alfred P. Sloan research fellowship, the Arnold and Mabel Beckman
Young Investigator Award, National Science Foundation Young
Investigator Award, MRS Young Investigator Award, Julius Springer
Prize for Applied Physics, ACS Pure Chemistry Award, and Alan T.
Waterman Award. According to ISI (Thomas Reuters), Yang is ranked
as No. 1 in materials science and No. 10 in chemistry for the past 10
years based on average citation per paper, and he has an h-index of
105. His main research interest is in the area of one dimensional
semiconductor nanostructures and their applications in nanophotonics
and energy conversion.

■ ACKNOWLEDGMENTS

N.P.D. acknowledges support from the U.S. Department of
Energy, Office of Energy Efficiency and Renewable Energy
(EERE) Postdoctoral Research Awards under the SunShot
Solar Energy Technologies Program. This work was supported
by the Director, Office of Science, Office of Basic Energy
Sciences, Materials Sciences and Engineering Division, of the
U.S. Department of Energy under Contract No. DE-AC02-
05CH11231.

■ REFERENCES
(1) Faunce, T. A.; et al. Energy Environ. Sci 2013, 6, 695.
(2) Lewis, N. S.; Nocera, D. G. Proc. Natl. Acad. Sci. 2006, 103,
15729.
(3) Barber, J. Chem. Soc. Rev. 2009, 38, 185.
(4) Faunce, T.; et al. Energy Environ. Sci. 2013, 6, 1074.
(5) Blankenship, R. E.; et al. Science 2011, 332, 805.
(6) Gray, H. B. Nat. Chem. 2009, 1, 7.
(7) Turner, J. Nat. Mater. 2008, 7, 770.
(8) Tachibana, Y.; Vayssieres, L.; Durrant, J. R. Nat. Photonics 2012,
6, 511.
(9) Hall, D.; Rao, K. Photosynthesis, 6th ed.; Cambridge University
Press: Cambridage, UK, 1999.
(10) Fujishima, A.; Honda, K. Nature 1972, 238, 37.
(11) Gratzel, M. Nature 2001, 414, 338.
(12) Walter, M. G.; Warren, E. L.; McKone, J. R.; Boettcher, S. W.;
Mi, Q.; Santori, E. A.; Lewis, N. S. Chem. Rev. 2010, 110, 6446.
(13) Reece, S. Y.; Hamel, J. A.; Sung, K.; Jarvi, T. D.; Esswein, A. J.;
Pijpers, J. J. H.; Nocera, D. G. Science 2011, 334, 645.
(14) Nocera, D. G. Acc. Chem. Res. 2012, 45, 767.
(15) Yang, P.; Tarascon, J.-M. Nat. Mater. 2012, 11, 560.
(16) Hu, S.; Xiang, C.; Haussener, S.; Berger, A. D.; Lewis, N. S.
Energy Environ. Sci. 2013, 6, 2984.
(17) Pinaud, B. A.; et al. Energy Environ. Sci. 2013, 6, 1983.
(18) Haussener, S.; Hu, S.; Xiang, C.; Weber, A. Z.; Lewis, N. Energy
Environ. Sci 2013, DOI: 10.1039/C3EE41302K.
(19) Bard, A. J.; Faulkner, L. R. Electrochemical Methods:
Fundamentals and Applications, 2nd ed.; John Wiley & Sons, Inc., 2001.
(20) Bolton, J. R.; Strickler, S. J.; Connolly, J. S. Nature 1985, 316,
495.
(21) Nozik, A. J. Appl. Phys. Lett. 1976, 29, 150.
(22) Kudo, A. MRS Bull. 2011, 36, 32.
(23) Maeda, K. ACS Catal. 2013, 3, 1486.
(24) Liu, C.; Tang, J.; Chen, H. M.; Liu, B.; Yang, P. Nano Lett. 2013,
13, 2989.
(25) Dasgupta, N. P.; Yang, P. Front. Phys. 2013, DOI: 10.1007/
s11467-013-0305-0.
(26) Yang, P.; Yan, R.; Fardy, M. Nano Lett. 2010, 10, 1529.
(27) Krol, R.; Liang, Y.; Schoonman, J. J. Mater. Chem. 2008, 18,
2311.
(28) Osterloh, F. Chem. Soc. Rev. 2013, 42, 2294.
(29) Kamat, P.; Tvrdy, K.; Baker, D.; Radich, J. Chem. Rev. 2010, 110,
6664.
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